
ELESA and GANTER models all rights reserved in accordance with the law.
Always mention the source when reproducing our drawings. 967

9
M

ac
hi

ne
 e

le
m

en
ts

18

17

16

15

14

13

12

11

10

9

8

7

6

5

4

3

2

1

GN 6341 STAINLESS
STEEL

INOX

 RoHS

Washers
Steel / Stainless Steel

SPECIFICATION
Types
 - Type A: with cylindrical bore
 - Type B: with bore for countersunk screw

Version in Steel
Steel ST
 - turned
 - blackened BT
 - zinc plated, blue passivated ZB

Version in Stainless Steel
Stainless Steel AISI 303 NI
 - turned
 - matt shot-blasted MT

INFORMATION
Washers GN 6341 are used mainly in mechanical machine and jig 
construction when DIN 125, DIN 9021 and DIN 6340 washers no 
longer meet requirements.
In particular, Type B for countersunk screws is ideal for solid screw 
connections with a low construction height.

TECHNICAL INFORMATION
 - Stainless Steel characteristics (see page A26)
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 Complete with type index of the Washers*
BT ZB

GN 6341

Description d1 
+0.5/+0.2 d2 d3 s

GN 6341-ST-4-10-A-* 4 10 - 2.5 1
GN 6341-ST-4-13-A-* 4 13 - 2.5 2
GN 6341-ST-5-13-A-* 5 13 - 3 3
GN 6341-ST-5-16-A-* 5 16 - 3 3
GN 6341-ST-6-15-A-* 6 15 - 4 4
GN 6341-ST-6-20-A-* 6 20 - 4 8
GN 6341-ST-8-20-A-* 8 20 - 5 9
GN 6341-ST-8-26-A-* 8 26 - 5 18
GN 6341-ST-10-25-A-* 10 25 - 6.5 20
GN 6341-ST-10-32-A-* 10 32 - 6.5 40
GN 6341-ST-12-30-A-* 12 30 - 7.5 34
GN 6341-ST-12-40-A-* 12 40 - 7.5 65
GN 6341-ST-4-10-B-* 4 10 8.4 2.5 1
GN 6341-ST-4-13-B-* 4 13 8.4 2.5 2
GN 6341-ST-5-13-B-* 5 13 10.5 3 2
GN 6341-ST-5-16-B-* 5 16 10.5 3 3
GN 6341-ST-6-15-B-* 6 15 12.6 4 3
GN 6341-ST-6-20-B-* 6 20 12.6 4 8
GN 6341-ST-8-20-B-* 8 20 16.8 5 8
GN 6341-ST-8-26-B-* 8 26 16.8 5 16
GN 6341-ST-10-25-B-* 10 25 21 6.5 15
GN 6341-ST-10-32-B-* 10 32 21 6.5 30
GN 6341-ST-12-30-B-* 12 30 25.2 7.5 25
GN 6341-ST-12-40-B-* 12 40 25.2 7.5 57

STAINLESS STEELGN 6341-NI

Description d1 
+0.5/+0.2 d2 d3 s

GN 6341-NI-4-10-A-MT 4 10 - 2.5 1
GN 6341-NI-4-13-A-MT 4 13 - 2.5 2
GN 6341-NI-5-13-A-MT 5 13 - 3 2
GN 6341-NI-5-16-A-MT 5 16 - 3 4
GN 6341-NI-6-15-A-MT 6 15 - 4 4
GN 6341-NI-6-20-A-MT 6 20 - 4 8
GN 6341-NI-8-20-A-MT 8 20 - 5 10
GN 6341-NI-8-26-A-MT 8 26 - 5 18
GN 6341-NI-10-25-A-MT 10 25 - 6.5 20
GN 6341-NI-10-32-A-MT 10 32 - 6.5 36
GN 6341-NI-12-30-A-MT 12 30 - 7.5 33
GN 6341-NI-12-40-A-MT 12 40 - 7.5 65
GN 6341-NI-4-10-B-MT 4 10 8.4 2.5 1
GN 6341-NI-4-13-B-MT 4 13 8.4 2.5 2
GN 6341-NI-5-13-B-MT 5 13 10.5 3 2
GN 6341-NI-5-16-B-MT 5 16 10.5 3 4
GN 6341-NI-6-15-B-MT 6 15 12.6 4 4
GN 6341-NI-6-20-B-MT 6 20 12.6 4 8
GN 6341-NI-8-20-B-MT 8 20 16.8 5 5
GN 6341-NI-8-26-B-MT 8 26 16.8 5 16
GN 6341-NI-10-25-B-MT 10 25 21 6.5 20
GN 6341-NI-10-32-B-MT 10 32 21 6.5 31
GN 6341-NI-12-30-B-MT 12 30 25.2 7.5 25
GN 6341-NI-12-40-B-MT 12 40 25.2 7.5 60
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